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EASA EMERGENCY AIRWORTHINESS DIRECTIVE 

 

AD No.: 2009-0237-E 
[Correction: 13 January 2010] 
 
 
Date: 30 October 2009 
 
Note: This Emergency Airworthiness Directive (AD) is issued by EASA, acting in 
accordance with Regulation (EC) No 216/2008 on behalf of the European Community, its 
Member States and of the European third countries that participate in the activities of 
EASA under Article 66 of that Regulation 

This AD is issued in accordance with EC 1702/2003, Part 21A.3B. In accordance with EC 2042/2003 Annex I, Part M.A.301, 
the continuing airworthiness of an aircraft shall be ensured by accomplishing any applicable ADs. Consequently, no person 
may operate an aircraft to which an Airworthiness Directive applies, except in accordance with the requirements of that 
Airworthiness Directive unless otherwise specified by the Agency [EC 2042/2003 Annex I, Part M.A.303] or agreed with the 
Authority of the State of Registry [EC 216/2008, Article 14(4) exemption]. 

Type Approval Holder’s Name : 
 

AIRBUS 

Type/Model designation(s) : 
 
A330 and A340 aeroplanes 

TCDS Number :  EASA.A.004, EASA.A.015 

Foreign AD :  Not applicable 

Supersedure :  None 

 

ATA 35 Oxygen – Oxygen Containers - Inspection 

 

Manufacturer(s): Airbus (formerly Airbus Industrie)  

Applicability: Airbus A330 aeroplanes, models -201, -202, -203, -223, -243, -301, -302, -
303, -321, -322, -323, -341, -342 and -343 aeroplanes, all manufacturer 
serial numbers on which Airbus modification 48809 has been embodied in 
production, if delivered before 26 October 2009. 

Airbus A340 aeroplanes, models -211, -212, -213, -311, -312 and -313 
aeroplanes, all manufacturer serial numbers on which Airbus modification 
48809 has been embodied in production, if delivered before 26 October 
2009. 

Airbus A340 aeroplanes, models -541, -542, -642 and -643, all 
manufacturer serial numbers, if delivered before 26 October 2009.  

Reason: In-Service experience has shown cases where several oxygen containers 
could not fully open. 

Investigations have revealed that these events are due to an insufficient 
clearance between the oxygen container and the adjacent panels 
(Passenger Service Unit (PSU), spacers or filler panels). 

Incorrect opening of the oxygen containers could lead to non deployment 
of oxygen masks. 

This condition, if not detected and corrected, could prevent passengers 
from being supplied with oxygen in case of in flight cabin depressurization, 
which would constitute an unsafe condition. 
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To prevent such condition, this AD requires a one-time inspection of the 
oxygen containers and adjacent panels installation and corrective actions, 
as necessary, to ensure an adequate clearance between these 
components. 

 This AD has been republished to correct some editorial errors. 

Effective Date: 02 November 2009 

Required action(s) 
and Compliance 
Time(s): 

Required as indicated, unless accomplished previously: 

(1) Within 150 flight hours after the effective date of this AD, check the 
clearance between the oxygen container door lid and the adjacent 
panel/component of each cabin oxygen container located in the 
Passenger Service Channel, in accordance with the instructions of 
Airbus All Operators Telex (AOT) A330-35A3026 or AOT  
A340-35A4027 or AOT A340-35A5019, as applicable. 

(2) If the clearance between the oxygen container door lid and the 
adjacent panel/component is less than 2.0 mm, before next flight 
apply the associated corrective actions in accordance with the 
instructions of Airbus AOT A330-35A3026 or AOT  
A340-35A4027 or AOT A340-35A5019, as applicable. 

Ref. Publications: All Operators Telex A330-35A3026 dated 26 October 2009; 

All Operators Telex A340-35A4027 dated 26 October 2009; 

All Operators Telex A340-35A5019 dated 26 October 2009. 

The use of later approved revisions of these documents is acceptable for 
compliance with the requirements of this AD. 

Remarks: 1. If requested and appropriately substantiated, EASA can approve 
Alternative Methods of Compliance for this AD. 

2. The safety assessment has requested not to implement the full 
consultation process and an immediate publication and notification. 

3. Enquiries regarding this AD should be referred to the Airworthiness 
Directives, Safety Management & Research Section, Certification 
Directorate, EASA. E-mail: ADs@easa.europa.eu. 

4. For any question concerning the technical content of the 
requirements in this AD, please contact: AIRBUS – Airworthiness 
Office – EAL; E-mail: airworthiness.A330-A340@airbus.com . 

 


