COMMONWEALTH OF AUSTRALIA (Civil Aviation Safety Regulations 1998), PART 39 - 105
CIVIL AVIATION SAFETY AUTHORITY
SCHEDULE OF AIRWORTHINESS DIRECTIVES

AIRWORTHINESS DIRECTIVE

For the reasons set out in the background section, the CASA delegate whose signature appears below issues the following Airworthiness Directive (AD)
under subregulation 39.1 (1) of CASR 1998. The AD requires that the action set out in the requirement section (being action that the delegate considers
necessary to correct the unsafe condition) be taken in relation to the aircraft or aeronautical product mentioned in the applicability section: (a) in the
circumstances mentioned in the requirement section; and (b) in accordance with the instructions set out in the requirement section; and (c) at the time
mentioned in the compliance section.

Beechcraft 1900 Series Aeroplanes
AD/BEECH 1900/40 Fuselage Rivets 7/2003

Applicability: ~ Model 1900D aircraft, serial numbers UE-1 through UE-50, UE-52 through UE-350,
UE-352 through UE-358, UE-360, UE-361, UE-363 through UE-369, UE-371
through UE-379, UE-381, UE-382, UE-385, UE-386, and UE-394.

Requirement:  Inspect for missing rivets in accordance with the Accomplishment Instructions of
Raytheon Aircraft Mandatory Service Bulletin No. SB 53-3046, at the following
locations:

a. Lower frame forward of the airstair door below the pilot’s floor.
b. Forward of the upper forward corner of the airstair door.

c. The bulkhead forward of the cargo door below floor level.

d. Thelower fuselage pand aft of the wing.

Before further flight, install rivets where rivets are found missing; in accordance with
the Requirement document.

Note: FAA AD 2003-09-12 Amdt 39-13141 refers.

Compliance: Within 1,200 hours time in service or 12 months after 10 July 2003, whichever occurs
first.

This Airworthiness Directive becomes effective on 10 July 2003.
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Beechcraft 1900 Series Aeroplanes
AD/BEECH 1900/40 (continued)

Background: The FAA received reports from Raytheon that during manufacturing rivets were not
installed at certain locations. These rivets must be installed for the fuselage to carry
the ultimate design load. The under strength condition in the fuselage could result in
failure of the fuselage, and consequent loss of control of the aircraft.

David Villiers
Delegate of the Civil Aviation Safety Authority

23 May 2003

The above AD is natified in the Commonwealth of Australia Gazette on 18 June 2003.
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