COMMONWEALTH OF AUSTRALIA (Civil Aviation Safety Regulations 1998), PART 39 - 105
CIVIL AVIATION SAFETY AUTHORITY
SCHEDULE OF AIRWORTHINESS DIRECTIVES

AIRWORTHINESS DIRECTIVE

For the reasons set out in the background section, the CASA delegate whose signature appears below issues the following Airworthiness Directive (AD) under
subregulation 39.001(1) of CASR 1998. The AD requires that the action set out in the requirement section (being action that the delegate considers necessary to
correct the unsafe condition) be taken in relation to the aircraft or aeronautical product mentioned in the applicability section: (&) in the circumstances mentioned in
the requirement section; and (b) in accordance with the instructions set out in the requirement section; and (c) at the time mentioned in the compliance section.

Bell Helicopter Textron Canada (BHTC) 222 Series Helicopters

AD/BELL 222/30 Swashplate Drive Link P/IN222-010-460-101  8/2005

Applicability:  All Bell 222 series helicopters.

Requirement:  Remove and do not install swashplate drive links P/N 222-010-460-101.
Note: FAA AD 82-09-53 Amdt 39-4434 refers.

Compliance: Before further flight, after the effective date of this AD
This Airworthiness Directive becomes effective on 4 August 2005.

Background: Thisdirective isissued to prevent possible main rotor swashplate drive link failure
due to excessive bearing wear and possible link cracks. Failure of a swashplate drive
link could result in loss of control of the helicopter.

David Villiers
Delegate of the Civil Aviation Safety Authority

21 June 2005
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