COMMONWEALTH OF AUSTRALIA
CIVIL AVIATION SAFETY AUTHORITY
SCHEDULE OF AIRWORTHINESS DIRECTIVES

AIRWORTHINESS DIRECTIVE

On the effective date specified below, and for the reasons set out in the background section, this AD is revoked by CASA ADCX 018/11.

Cessna 210 Series Aeroplanes

AD/CESSNA 210/36 Windshield and Windows - Fatigue 18/2011

Requirement:

Background:

Life Limitation

CANCELLED.
This AD is cancelled on 9 September 2011.

This AD required all Cessna P210 series aircraft to retire the windshield and cabin
windows from service upon or prior to the accumulation 19,400 and 12,000
pressurised flights respectively. This AD is no longer required as the retirement life
of these components and others are mandated in the FAA Type Certificate Data Sheet
(TCDS) for the Cessna P210 and as recommended in the Cessna Continued
Airworthiness Program (CAP) No. 53-10-01. The TCDS and CAP mandate the
retirement of windshield, windows, and ice detector light lens upon accumulation of
13,000 hours. Any retirement lives stated in the FAA TCDS are mandatory as they
are part of the type design. The CAP retirement lives are part of the airworthiness
limitation and as such is mandatory according to Civil Aviation Order (CAO) 100.5.
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