COMMONWEALTH OF AUSTRALIA (Civil Aviation Regulations 1998), PART 39 - 105
CIVIL AVIATION SAFETY AUTHORITY
SCHEDULE OF AIRWORTHINESS DIRECTIVES

Douglas DC3 Series Aeroplanes

AD/DC3/9 Automatic Pilot Control Handle - Modification NK
Applicability:  All models.

Requirement: 1. Modify the automatic pilot control handle in such a manner that confusion will not
exist between it and the adjacent fuel cross-feed control handle.

2. Figures 1 and 2 of this Order provide a suitable method of incorporating this
modification.

OR ANOs Part 100 Appendix “A” Notice 7/4;

OR ANO 105.1.16.1.5.9.
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FIGURE 1



COMMONWEALTH OF AUSTRALIA (Civil Aviation Regulations 1998), PART 39 -

CIVIL AVIATION SAFETY AUTHORITY
SCHEDULE OF AIRWORTHINESS DIRECTIVES

105

A
1z M 2
] [T [
2" 1 s
-+~ - —- 13 Dia
b_____'" - - D—- 13
- 25 Square Hole ZﬁR ‘ T -— |dentification
This handle to be @ 2-‘L 3 die | Marks
free shding fit an | "%‘z‘“‘ 16
existing shaft i
U
%R —/ 3l 1 ™ | R
- 5_‘- 6 . i: ]
7
~s
\ _I_l ___i_
4y | 16§ ¢ 16
b AN AR 15
j—“—' - /* o ‘2 .
¥ > éSpherical radius
‘!4'010" [i F‘%"‘ ”
f— 2 —r—
MATERIAL -AL ALLOY L8
Notes:

| Radil not otherwise indicated to be T'E

2.Class 3 casting.

FIGURE 2



