COMMONWEALTH OF AUSTRALIA

CIVIL AVIATION SAFETY AUTHORITY
SCHEDULE OF AIRWORTHINESS DIRECTIVES

AIRWORTHINESS DIRECTIVE

For the reasons set out in the background section, the CASA delegate whose signature appears below issues the following Airworthiness Directive (AD)
under subregulation 39.001(1) of CASR 1998. The AD requires that the action set out in the requirement section (being action that the delegate considers
necessary to correct the unsafe condition) be taken in relation to the aircraft or aeronautical product mentioned in the applicability section: (&) in the
circumstances mentioned in the requirement section; and (b) in accordance with the instructions set out in the requirement section; and (c) at the time

mentioned in the compliance section.

Embraer EMB-120 (Brasilia) Series Aeroplanes

AD/EMB-120/37 Flight Data Acquisition Unit 6/2005

Applicability:

Requirement:

Compliance:

Background:

James Coyne

EMB-120( ) aeroplanes that have incorporated Embraer Service Bulletin (SB) 120-
31-0040, original issue dated 6 December 1999 or Revision 01 dated 17 July 2001.

Swap wires at connector J1222 in accordance with Embraer SB 120-31-0040
Revision 02 dated 3 December 2004, or later revision approved by the Brazilian
DAC.

Note: DAC (Brazil) AD 2005-04-01 refers.

Within the next 500 hours time in service or 90 days after the effective date of this
Directive, whichever occurs first.

This Airworthiness Directive becomes effective on 9 June 2005.

The Brazilian Departmento de Aviacdo (DAC) has advised that accomplishment of
SB 120-31-0040 original issue or Revision 01 may not have allowed the correct
recording of longitudinal acceleration parameter in the Flight data Recorder. This
directive requires the swapping of wiresin the J1222 connector to facilitate the
recording of this parameter.

Delegate of the Civil Aviation Safety Authority

27 April 2005

Page 1 of 1

(Civil Aviation Safety Regulations 1998), PART 39 - 105



