COMMONWEALTH OF AUSTRALIA (Civil Aviation Safety Regulations 1998), PART 39 - 106
CIVIL AVIATION SAFETY AUTHORITY
SCHEDULE OF AIRWORTHINESS DIRECTIVES

AIRWORTHINESS DIRECTIVE

For the reasons set out in the background section, the CASA delegate whose signature appears below issues the following Airworthiness Directive (AD) under
subregulation 39.001(1) of CASR 1998. The AD requires that the action set out in the requirement section (being action that the delegate considers necessary to
correct the unsafe condition) be taken in relation to the aircraft or aeronautical product mentioned in the applicability section: (&) in the circumstances mentioned in
the requirement section; and (b) in accordance with the instructions set out in the requirement section; and (c) at the time mentioned in the compliance section.

Lycoming Piston Engines

AD/LYC/112 Lycoming Crankshaft Replacement 12/2005
DM

Applicability:  Lycoming Engines AEIO-360, 10-360, O-360, L10-360, LO-360, AEIO-540, 10-540,
0O-540, and T10O-540 series reciprocating engines, rated at 300 horsepower (HP) or
lower, that are manufactured new, rebuilt, overhauled after 01 March 1999; OR that
had a crankshaft installed after 01 March 1999.

Requirement: 1. AEIO-540, 10-540, O-540, and T10-540 series engines manufactured new or
rebuilt, overhauled, or that had a crankshaft installed after 01 March 1999:

For AEIO-540, 10-540, O-540, and TI0-540 series engines manufactured
new or rebuilt, overhauled, or that had a crankshaft installed after 01 March
1999, do the following:

a If Tablel or Table 2 of Lycoming Mandatory Service Bulletin (M SB)
No. 566 dated 11 July 2005 lists your engine serial number (SN), use
Table 4 to verify the crankshaft SN.

b. If Table 4 of Lycoming MSB 566 lists your crankshaft SN, replace the
crankshaft with a crankshaft that is not listed in Table 4 of Lycoming
MSB No. 566.

2. AEIO-360, 10-360, O-360, L10-360, and L O-360 series engines
manufactured new or rebuilt, overhauled, or that had a crankshaft installed
after 01 March 1999:

For AEIO-360, 10-360, O-360, LI10-360, and LO-360 series engines
manufactured new or rebuilt, overhauled, or that had a crankshaft installed
after 01 March 1999, do the following:

a. If Table 3 of Lycoming MSB 566 lists your engine SN, use Table 4 to
verify the crankshaft SN.

b. If Table4 of Lycoming MSB 566 lists your crankshaft SN, replace the
crankshaft with a crankshaft that is not listed in Table 4 of Lycoming
MSB 566.

3. Donotinstall any crankshaft that has a SN listed in Table 4 of Lycoming MSB
566 into any engine.

Note: FAA Airworthiness Directive (AD) 2005-19-11 Amendment 39-14276 refers.
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Lycoming Piston Engines
AD/LY C/112 (continued)

Compliance: 1. Unless accomplished earlier, within 50 hours time-in-service or 6 months after
the effective date of this AD, whichever occurs first.

2. Unless accomplished earlier, within 50 hours time-in-service or 6 months after
the effective date of this AD, whichever occursfirst.

3. After the effective date of this AD.
This Airworthiness Directive becomes effective on 28 October 2005.

Background: There have been various crankshaft failures in Lycoming model 360 and 540 series
engines rated at 300 HP or lower. Failure of crankshaft may result in total engine
power loss, in-flight engine failure, and possible loss of the airplane.

The actions specified by this Airworthiness Directive address the risk identified
above.

il

Jayaprakashan Ambali
Delegate of the Civil Aviation Safety Authority

5 October 2005
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