COMMONWEALTH OF AUSTRALIA (Civil Aviation Regulations 1998), PART 39 - 106
CIVIL AVIATION SAFETY AUTHORITY
SCHEDULE OF AIRWORTHINESS DIRECTIVES

Lycoming Piston Engines

AIRWORTHINESS DIRECTIVE

For the reasons set out in the background section, the CASA delegate whose signature appears below issues the following Airworthiness Directive (AD) under
subregulation 39.1 (1) of CAR 1998. The AD requires that the action set out in the requirement section (being action that the delegate considers necessary to correct
the unsafe condition) be taken in relation to the aircraft or aeronautical product mentioned in the applicability section: (&) in the circumstances mentioned in the
requirement section; and (b) in accordance with the instructions set out in the requirement section; and (c) at the time mentioned in the compliance section.

AD/LYC/106 RYCO R14 Qil Filters 7/2001 DM

Applicability:  Textron Lycoming O-320 and O-360 series reciprocating engines incorporating Ryco
R14 oil filters.

Requirement:  Removeall Ryco R14 oil filtersfrom service. ANR 40 approval to install Ryco R14
ail filter on Textron Lycoming O-320 and O-360 series reciprocating enginesis
rescinded.

Compliance: Not later than 30 June 2001.
This Airworthiness Directive becomes effective on 30 May 2001.

Background: This directive has been issued to require the removal of Ryco automotive engine oil
filters from service. The requirement reflects reports of inner ‘O’ Ring failure in Ryco
R14 oil filters. Failure of ‘O’ ring can result in loss of engine ail in-flight, engine
failure and possible enginefire.

David Alan Villiers
Delegate of the Civil Aviation Safety Authority

16 May 2001

The above AD is natified in the Commonwealth of Australia Gazette on 23 May 2001.




