COMMONWEALTH OF AUSTRALIA (Civil Aviation Regulations 1998), PART 39 - 106
CIVIL AVIATION SAFETY AUTHORITY
SCHEDULE OF AIRWORTHINESS DIRECTIVES

Lycoming Piston Engines

AD/LYC/92 Mandatory Replacement of Parts 2197
CANCELLED.

Background: This directive has been cancelled to remove a duplication of requirements. CAO 106,
AD/ENG/4 Amdt.5 requires engines to be overhauled in accordance with the
requirements of the engine manufacturer’s published overhaul procedures. The
Textron Lycoming overhaul procedures now include;

“In addition to this manual and subsequent revisions, additional overhaul and
repair information is published in the form of service bulletins and service
instructions. The information contained in these service bulletins and service
instructionsis an integral part of, and isto be used in conjunction with, the
information contained in this overhaul manual.”

Therefore, the requirements of Textron Lycoming Service Bulletin Number 240N and
subsequent revisions are mandatory at each engine overhaul. It should be noted;
SB240N, in part, requires al engine hoses and al engine hose assembliesto be
replaced at each engine overhaul. This requirement addresses the recent cancellation
of AD/HOSE/3 Amdt.6 “Engine Compartment Flexible Hose Assemblies’ and is
consistent with the requirements of AD/CON/62 for TCM piston engines.



