
DCA/R22/51 Helipod NZ Limited STCs – Report of Installation 

Applicability: All Robinson R22 series helicopters. 

Requirements: If the helicopter is embodied with any of the following Helipod NZ Limited 
Supplemental Type Certificates (STCs), notify the CAA by emailing 
airworthinessdirectives@caa.govt.nz 
In the email notification please provide the AD number, the STC number, the number 
of STC systems in service, the helicopter operator name, and the helicopter 
registration. 

STC number: STC description: Eligible aircraft models: 

99/21E/4 Agricultural spray system Robinson R22 series 

0/21E/10 Remote engine oil filter system Robinson R22 series 

2/21E/22 Auxiliary baggage containers Robinson R22 series 

4/21E/3 Conversion of STC 2/21E/22 to a seed 
dispersing system 

Robinson R22 series 

5/21E/20 Conversion of STC 2/21E/22 with a top 
loading door 

Robinson R22 series 

5/21E/22 Conversion of STC 2/21E/22 with a top 
loading door 

Robinson R22 series 

7/21E/9 Agricultural spray system Robinson R22 series 

Note: This AD is prompted by a review of the STCs designed and manufactured by Helipod 
NZ Limited. The CAA is aware that these STCs no longer have continued 
airworthiness support by Helipod NZ Limited, or by a Part 146 Design Organization. 

Compliance: By 23 April 2018. 

Effective Date: 22 March 2018 
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