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PROPOSED AIRWORTHINESS DIRECTIVE 

This Proposed Airworthiness Directive (PAD) is issued by the Civil Aviation Safety Authority with a view to address the unsafe condition 
detailed below. The Airworthiness Directive (AD) will require that the action set out in the requirement section (being action that the 
delegate considers necessary to correct the unsafe condition) be taken in relation to the aircraft or aeronautical product mentioned in the 
applicability section: (a) in the circumstances mentioned in the requirement section; and (b) in accordance with the instructions set out in 
the requirement section; and (c) at the time mentioned in the compliance section. 

Sikorsky Aircraft Corporation S-76 Series Helicopters 

PAD/S-76/66 
Amdt 1 

Main Landing Gear Positioning Rod Assembly  

 

Applicability: All Sikorsky S-76A, S-76B and S-76C model helicopters with the following parts 

installed: 

a. Positioning rod assembly Part Number (P/N) 1945E-31A or 2071-31, or 

b. Side brace rod end P/N 1945E-235 or 2071-235. 

Requirement: 1. a. Inspect the positioning rod assembly and side brace rod end for corrosion in 

accordance with Section 2, Accomplishment Instructions, in BFGoodrich 

Service Bulletin (SB) No.76A-32-03, Revision 1, as in force on 

15 September 2000. 

b. Replace any applicable part that is corroded with a serviceable part. 

2. a. If the positioning rod assembly and side brace rod end were inspected and re-

assembled in accordance with BFGoodrich Component Maintenance Manual 

with Illustrated Parts List, 1945/2071 Series Main Landing Gear, No. 

32-10-01, as in force from time to time, within the past 24 months, inspect 

the positioning rod assembly and side brace rod end in accordance with 

Section 2 of SB 76A-32-03 Revision 1, as in force on 15 September 2000. 

b. Replace any applicable part that is corroded with a serviceable part. 

3. a. For side brace rod ends that are not re-assembled with Mastinox sealant or 

re-assembled with Mastinox sealant but without cadmium plate restoration; 

inspect the positioning rod assembly and side brace rod end for corrosion in 

accordance with Section 2 of SB 76A-32-03 Revision 1, as in force on 

15 September 2000. 

b. Replace any applicable part that is corroded with a serviceable part. 

4. a. For side brace rod ends assembled with Mastinox sealant and cadmium plate 

restoration or for side brace rod ends re-assembled with Mastinox but that 

did not previously require rework due to corrosion, inspect the positioning 

rod assembly and side brace rod end for corrosion in accordance with 

Section 2 of SB 76A-32-03 Revision 1, as in force on 15 September 2000. 

b. Replace any applicable part that is corroded with a serviceable part. 

Note 1:  FAA AD 2001-01-04 Amendment 39-12074 refers. 
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Compliance: 1. a. Unless previously accomplished, within 14 days after the commencement of 

this AD. 

b. Before further flight. 

2. a. Unless previously accomplished, within 42 days after the commencement of 

this AD 

b. Before further flight 

3. a. At intervals not to exceed 90 days. 

b. Before further flight 

4. a. At intervals not to exceed 12 months or 1,500 hours’ time in service, 

whichever occurs first. 

b. Before further flight 

Cost of 

Compliance 

We estimate this AD affects 15 aircraft of Australian registry.  We estimate that 

operators may incur the following costs in order to comply with this AD: 

It will take approximately 4.5 work hours per helicopter to inspect the rod assembly 

and rod end and 1.5 work hours to remove and replace the rod assembly and rod end 

if necessary. 

Labour costs are estimated at $100 per work-hour. 

Required parts will cost approximately $20,500 per helicopter. 

Background: The FAA received a report of a landing gear collapse cause by corrosion due to 

dissimilar metals in the landing gear rod end.  The actions specified by this Directive 

are intended to detect corrosion of the threaded joint in the rod assembly to prevent a 

collapse of the landing gear, and subsequent loss of control of the helicopter during 

landing. 

Amendment 1 of this AD is proposed to expand the applicability of the AD by 

removing the aircraft serial number range, thereby making the AD applicable to all 

S-76 helicopters that have the applicable part numbers for positioning rod assembly 

or side brace rod ends installed. 

This amendment action is considered necessary to address the possibility that the 

affected parts can be installed on all S-76 helicopters, including those models of later 

serial numbers.  This possibility is confirmed by the effectivity of BFGoodrich 

Service Bulletin 76A-32-03, Revision 1, dated 15 September 2000 which includes all 

S-76A, S-76B and S-76C helicopters fitted with the affected parts. 

Remarks: This Proposed AD will be closed for consultation on 10 April 2019. 

Enquiries/Feedback regarding this PAD should be referred to the AD Cell, email 

airworthiness.directives@casa.gov.au 
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